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Auto-retaining device
Quick installation guide

A worksheet for the right sizing of the pin packages is available 
upon request. Visit our website for technical documents

http://automotive.pneumax.it/

Clamp arm assembly Clamp arm installation

1Position 2Position

3Position 4Position

Please check the max opening angle related
to the different arm position in our catalogue.

Patented
Auto-retaining
device for opening
position
An extremely light device which maintains the clamping 
arm in its defined opening position in case of air loss. 
The AR-series has been designed for maximum load 
capacity and due to its compact dimensions, it can be 
used on the same side of the manual operation handle.

	 Caution
Any maintenance operation may only be carried out by 
qualified and authorized personnel. For any reason, do 
not reach into the pivoting range of the clamping arms, 
when the clamps are in operation. Disconnect and lock 
out pneumatic and electric supply lines before operating 
on or around clamps.

Clamps in open position with auto-retain device With the clamping arm in the opening position

Step 1
Remove the
standard bracket.

Step 2
Replace the standard
bracket with the specific
bracket included AR kit,
and tighten it.

Step 3
Adjust the retaining device
according to the opening
angle, install the pin screw
in the threaded hole
of the side mount and
tighten the retaining device
with its screw.

Step 4
Set the interference between
the holding device and the
pin screw by slightly
increasing or decreasing
the opening angle adjustment,
till the function is secured.
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Shims and spacers

Ordering string

SH A 16 477 05

SH

Shims

PRODUCT SH	 =	��� shims

A

477

MOUNTS

HOLE PATTERN

16	 =	 for clamping arms with 16 mm shaft
1922	 =	 for clamping arms with 19 OR 22 mm shaft
30	 =	 for clamping arms with 30 mm shaft
30x32	 =	 mounting dimensions

477	 =	 4 holes, 2 Ø 7 screw holes and 2 Ø 7 dowel holes 
499	 =	 4 holes, 2 Ø 9 screw holes and 2 Ø 9 dowel holes
399	 =	 3 holes, 2 Ø 9 screw holes and 1 Ø 9 dowel holes

05 THICKNESS 01	 =	 0.1 mm
02	 =	 0.2 mm
05	 =	 0.5 mm
15	 =	 1.5 mm
20	 =	 2 mm
5	 =	 5 mm

16 SIZE

A	 =	� for clamping arms
M	 = �front, rear or side mounts of clamps or pin packages

SP A 16 477 50

SP

Spacers

PRODUCT SP	 =	��� spacers

A

477

MOUNTS

HOLE PATTERN

16	 =	 for clamping arms with 16 mm shaft
1922	 =	 for clamping arms with 19 OR 22 mm shaft
30	 =	 for clamping arms with 30 mm shaft
30x32	 =	 mounting dimensions

477	 =	 4 holes, 2 Ø 7 screw holes and 2 Ø 7 dowel holes 
499	 =	 4 holes, 2 Ø 9 screw holes and 2 Ø 9 dowel holes
399	 =	 3 holes, 2 Ø 9 screw holes and 1 Ø 9 dowel holes

05 THICKNESS 50	 =	 5 mm

16 SIZE

A	 =	� for clamping arms
M	 =	� front, rear or side mounts of clamps or pin packages
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Shims

Spacers

* DIMENSIONAL TOLERANCE FOR DOWEL HOLES: ±0.02

DIMENSIONAL TOLERANCE FOR THREADED HOLES: ±0.1

REV. 00 - 01/10/2015

* DIMENSIONAL TOLERANCE FOR DOWEL HOLES: ±0.02

DIMENSIONAL TOLERANCE FOR THREADED HOLES: ±0.1

REV. 00 - 01/10/2015

A B C D E F G TYPE

SHA1647701 7 7 44 16 20 7 0.1 4 SLOTS
SHA1647702 7 7 44 16 20 7 0.2 4 SLOTS
SHA1647705 7 7 44 16 20 7 0.5 4 SLOTS
SHA1647710 7 7 44 16 20 7 1 4 SLOTS
SHA1647720 7 7 44 16 20 7 2 4 SLOTS
SHA1647750 7 7 44 16 20 7 5 4 SLOTS
SHA192249901 9 9 60 20 30 7.5 0.1 4 SLOTS
SHA192249902 9 9 60 20 30 7.5 0.2 4 SLOTS
SHA192249905 9 9 60 20 30 7.5 0.5 4 SLOTS
SHA192249910 9 9 60 20 30 7.5 1 4 SLOTS
SHA192249920 9 9 60 20 30 7.5 2 4 SLOTS
SHA192249950 9 9 60 20 30 7.5 5 4 SLOTS
SHM30X3239901 9 9 50 50 32 9 5 3 SLOTS
SHM30X3239902 9 9 50 50 32 9 5 3 SLOTS
SHM30X3239905 9 9 50 50 32 9 5 3 SLOTS
SHM30X3239910 9 9 50 50 32 9 5 3 SLOTS
SHM30X3239920 9 9 50 50 32 9 5 3 SLOTS
SHM30X3239950 9 9 50 50 32 9 5 3 SLOTS
SPA1647750 7 7 44 16 20 7 5 4 HOLES
SPA192249950 9 9 60 20 30 7.5 5 4 HOLES
SPA3047750 9 9 60 25 30 7.5 5 4 HOLES
SPM192239950 9 9 50 50 32 9 5 6 HOLES

A B C D E F G H

SPA1647650 16 42 5 6 20 10 6.5 7
SPA192247650 20 60 5 7.5 30 15 9 9
SPA3047650 25 60 5 7.5 30 15 9 9

B
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Pneumax is a one-source supplier
for the Automotive Industry
with a comprehensive line of:

• Pneumatic drives
• Valves
• Valve terminals
• Communication control blocks
• Compressed air preparation
• Grippers
• Exhaustive range of clamping,
	 locating, handling and pivoting
	 devices for BIW.

Components for the automotive industry

ECOMPACT
Compact cylinders

ECOLIGHT ISO 15552  
Standard-based
light cylinders

SHORT STROKE
Compact cylinders

ISO 6432 
Standard-Based
microcylinders

ECOFLAT
Flat cylinders

GUIDED  
Compact cylinders

RODLESS 
Cylinders

GUIDED COMPACT CYLINDERS 
Metal Rod Scrapers

Automotive
Catalogue

Complementary
products
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AIRPLUS  
Modular Air Service Units

ROTARY ACTUATORS 
Cylinders

Serial connections with:

ISO 15407 
Valve Manifold series

OPTYMA 
Valve Manifold series

PARALLEL GRIPPERS 
Compact cylinders

CABINETS AND SYSTEMS

SERIE 1700 
Proportional regulators

SPECIAL SOLUTION 
Cooling water intake cylinder

Angle
grippers

Radial grippers 
(180°)

Mini slides

Three-points 
grippers

Automotive
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Complementary
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BRANCHESHEADQUARTERS

PNEUMAX S.P.A.

24050 Lurano (BG) - Italia
Via Cascina Barbellina, 10
Tel. 035/4192777
Fax 035/4192740 - 035/4192741
info@pneumaxspa.com
www.pneumaxspa.com

ITALY

Pneumax Sud S.r.l.
Via dei Bucaneve, SNC
70026, Modugno (BA)
Tel. 080 9645904
info@pneumaxsud.it
www.pneumaxsud.it

Pneumax Veneto S.r.l.
V.le della Tecnica, 15
36100, Vicenza (VI)
Tel. 0444 289011
info@pneumaxveneto.it
www.pneumaxveneto.it

Pneumax Torino S.r.l.
Corso Allamano, 34
10095, Grugliasco (TO)
Tel. 011 4143656
info@pneumaxtorino.com
www.pneumaxtorino.com

Pneumax Milano Brianza S.r.l.
Via Alberto I° re dei Belgi, 13
20900, Monza (MB)
Tel. 039 736176
info@pneumaxmb.it
www.pneumaxmilanobrianza.it

Pneumax Service S.r.l.
Via Mons. Portaluppi, 13
24049, Verdello (BG)
Tel. 035 4820540
info@pneumax-service.it
www.pneumax-service.it

Pneumax Toscana S.r.l.
Via Caravaggio, 19
50028, Barberino Tavarnelle (FI)
Tel. 055 8071307
info@pneumaxtoscana.it
www.pneumaxtoscana.it

FRANCE

Pneumax France SAS
Z.I. NORD PARADIES 7
Rue de Waldkirch - BP 42
67601, Selestat CEDEX
Tel. +33 (3) 88580450
commercial@pneumax-france.fr
www.pneumax-france.fr

RUSSIAN FEDERATION

Pneumax Ltd. Moscow
Kommunalniy proezd, 30
141400, Khimki
Tel. +7 495 7393999
mail@pneumax.ru
www.pneumax.ru

DENMARK - FINLAND - NORWAY - SWEDEN

Pneumax Scandinavia AB
Strandvägen 101, SE-234 31, Lomma
Tel. +46 (40) 617 40 40
info@pneumax.se
www.pneumax.se

USA

Pneumax Automation LLC
128 Durkee Lane, 28034, Dallas NC
Tel. +1 (704) 215-6991
info@pneumax.us
www.pneumax.us

BRAZIL

Pneumax Brasil
Rua Apucarana 211
8301050, São José dos Pinhais
Tel. +55 41 33987262
diretoria@pneumaxbr.com.br
www.pneumaxbr.com.br

INDIA

Pneumax Pneumatic India Pvt. Ltd.
D-82, Hosiery Complex, Phase-II extn.
201305, Noida, UP
Tel. +91 (120) 4352560 / 61 / 62
info@pneumax-india.com
www.pneumax-india.com

SINGAPORE

Pneumax Singapore Pte Ltd
51, Ubi Avenue 1/ 01-16,
Paya Ubi Industrial Park
408933, Singapore
Tel. +65 6392 0581
sales@pneumax.com.sg
www.pneumax.com.sg

CHINA

Pneumax Pneumatic
Equipments Co., Ltd.
Room 705, building 1, No.800
JiuXin Road, SongJiang district
201615, PRC, Shanghai
Tel. +86 (21) 57763100
sales@pneumaxchina.com
www.pneumaxchina.com

SPAIN

Pneumax S.A.
Olaso Kalea, 54, 20870, Elgoibar
Tel. +34 943 744144
pneumax@pneumax.es
www.pneumax.es

Pneumax Catalunya S.A.
C/Riera de Vallvidrera,
Parc. 2N. 1 P.I. Riera del Molì
8750, Molins de Rei
Tel. +34 (93) 680 25 30
pneumax@pneumaxcat.com
www.pneumax.es

GERMANY

Pneumax GmbH
Tantalstraße 4, 63571, Gelnhausen
Tel. +49 (0) 6051 9777 0
info@pneumax-gmbh.de
www.pneumax.de

UNITED KINGDOM

Pneumax UK Ltd.
110 Vista Park, Mauretania Road
SO16 0YS, Nursling
Tel. +44 2380 740412
sales@pneumax.co.uk
www.pneumax.co.uk

PORTUGAL

Portugal Pneumax Lda
Complexo Industrial da
Granja Fracção H-Casarias
2625-607, Vialonga
Tel. +351 (219) 737390
geral@pneumax.pt
www.pneumax.pt

CZECH REPUBLIC

Pneumax Automation s.r.o.
U Panského mlýna 240/9, 747 06, Opava
Tel. +420 553 760 953
pneumax@pneumaxsro.cz
www.pneumaxsro.cz

Automotive
Catalogue





PNEUMAX S.p.A.
Via Cascina Barbellina, 10
24050 Lurano (BG) - Italy
P. +39 035 41 92 777
automotive@pneumaxspa.com
www.pneumaxspa.com D

.C
A
T.
18
-E
N
-0
3
/2
0
2
1

AU
TO

M
OT

IV
E




